








A Smorgasbord of Railway Dynamic and Acoustic Phenomena 
 









focus on  the prediction of  vibration  amplitude  and  sound pressure  level of wheel  squeal noise. The predicted  squeal 
sound  level  trend  is shown  to compare well with  testrig  results at various crabbing velocities  (or angles of attack) and 
rolling speeds. The results concur with experimental and field observations but also provide important theoretical insight 




inevitably  encounter  a  higher  occurrence  of  dynamic  and  acoustic  phenomena.  Typically  this  is  undesirable. 
Dynamic  phenomena  cause  vibrations  in  vehicle/track  structures  which  in  turn  causes  fatigue  damage  and 
propagates pressure fluctuations through the air as undesirable sound; namely noise. The rail mechanics group at 
the University of Queensland has been studying a wide range of phenomena over the past 15 years. These projects 
include  the modelling,  prediction  and  control  of  rail  corrugations,  roughness  generated  rolling  noise  and wheel 
squeal. The  approach has been  to  first obtain  a detailed understanding of  the phenomena  via modelling of  the 
important  physical mechanisms.  These  are  then  validated with  field  and  or  laboratory measurements  to obtain 
confidence. The validated predictive models are then used to obtain predictive  insight  into the critical conditions 
involved and  then subsequently used as a  testbed  to develop and  test mitigation/control  techniques. This paper 
first provides a brief survey of these phenomena highlighting the importance of mechanics based modelling. Finally 
some  recent  predictive  modelling  results  for  amplitude  of  wheel  squeal  noise  is  provided  using  a  concise 
mathematical model which has been validated with results from a rolling contact two disk test rig. 
2. A SURVEY OF MODELLING RAILWAY DYNAMIC AND ACOUSTIC PHENOMENA 
2.1 Rail Corrugations 
Rail  corrugation  is  a  significant  problem  for  the  railway  industry  worldwide.  It  is  a  periodic  irregularity  that  is 
observed  to develop on  the  running surface of  the  rail and  is characterised by  long  (100‐400mm) and short  (25‐
80mm)  wavelengths  (Grassie  and  Sato  et  al.  [1,9]).  The  formation  and  growth  process  of  rail  corrugations  is 
analogous to corrugations developing on unsealed roads. This  irregularity grows  in amplitude as a function of the 
number of wheelset passes, until  typically  removal by grinding  is  required  to ameliorate  the excessive noise and 
vibration  caused  by  the  corrugated  rail.  The  most  prolific  type  of  corrugation  is  characterised  by  wear  as  the 







Hemplemann and Knothe [2],  Igeland and  Ilias [3] and Matsumoto et al. [4] amongst many others has resulted  in 
the  development  of  numerical  models  for  simulating  the  characteristic  behaviour  of  corrugation  formation. 









expense with  closed  form  solutions.  These have been used  to  identify  fundamental  growth mechanisms  and  to 
investigate parametric  trends  that may  reduce  corrugation  formation. Recent  examples of  this  research  include 
Muller  [5], Nielson  [6], Meehan et al.  [7] and Bellette et al.  [8].    In  [5] and  [6] analytical predictions showed that 
certain  wavelength  ranges  of  corrugation  were  promoted  due  to  a  wavelength  based  contact  filtering  effect, 
however  the effects of dynamic wheel/rail contact  forces were  ignored.  In  [7], system stability of  the  interaction 
between  structural dynamics and contact mechanics over multiple wheelset passages  revealed  the characteristic 
exponential growth of corrugations and a closed form analytic expression for this growth rate was obtained.  
Grinding  costs have motivated  research on methods of  corrugation mitigation, unfortunately with unreliable 
success(see reviews of [9,10]). The most renowned methods include railhead hardening or hardfacing, lubrication of 
the  rail with  friction modifiers  and  vibration damping of  the  vehicle  and or  track. Hardening of  the  rail  contact 
surface has long been proposed as a cure as it provides resistance to wear and therefore supposedly also variations 
in  wear.  Field  tests  of  HSH  rails[11]  versus  conventional  rails  support  this  method  although  it’s  validity  for  all 
conditions  and  types  of  corrugations  is  debatable.  Arguably  the most  promising  solution  for  rail  corrugation  at 
present  is  friction  modifiers.  These  are  specialized  lubricants  applied  to  the  wheel‐rail  contact  that  effectively 
control  the coefficient of  friction  to approximately 0.35  [12] and  lower  traction and wear. Friction modifiers also 
produce  a positive  sloped  traction‐creep  curve under  full  sliding  conditions  to eliminate  stick‐slip  instability  and 
squeal. In practice the lubricant has been shown to reduce the occurrence of some types of corrugations, however 
its  robustness  and  practicalities  of  controlled  use  in  the  field  are  still  under  investigation.  Tuned  vibration 





such  as  train  pass  speed  on  growth  rate.  To  this  end  an  analytical  model  for  corrugation  growth  prediction 
developed by the authors [7,14] was utilised for insight and mechanics based analysis of the field data, taking into 
account the effects of environmental conditions, contact patch widening, deformation variations and vehicle pass 







lateral  contact  forces.  In  such  a way,  both  straight  track  [7]  or  cornering  conditions  [14] may  be modelled.  In 
Australia  the model was used  to simulate cornering corrugations which were shown  to be dominated by vertical 
vibrations interacting with lateral traction, slip and wear variations based on evidence from previous modelling and 
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Predicted SPL with initial measured rail roughness
Predicted SPL after 3 months
Predicted SPL after 6 months
Predicted SPL after 1 year
2.2 Railway Rolling Noise and its Growth 
Railway  rolling  noise  results  from  the  rolling  contact  between  the  wheel  and  rail  over  surface  roughness  that 
induces vibration of both the vehicle and the track [18, 19]. Reducing railway noise  is necessary to enable railway 
transportation increases in usage and speed. Noise barriers are widely used along railway lines, however, these are 




the  theory  of  the  underlying  mechanism  of  generation  has  been  obtained.  Remington  [22]  produced  the  first 
theoretical model of  rolling noise, which  formed  the basis  for  further development and extension by Thompson 
[23]. Subsequent research funded by the European Rail Research Institute (ERRI) resulted in the implementation of 
the  prediction  model  in  a  computer  program,  Track‐Wheel  Interaction  Noise  Software  (TWINS)  [24].  Full‐scale 
validation experiments have  shown  that  this  software  is  capable of predicting noise emission accurately enough 
from a variety of wheel and rail combinations under European, Japanese and recently Australian conditions. Over 





The  present  authors  recently  integrated mechanics  based models  based  on  TWINS  [23,24]  to  enable  noise 
growth predictions based on  rail  roughness growth mechanics.       The Railway Rolling Noise Prediction  Software 
(RRNPS), has been shown  to provide  reliable predictions  for  typical Australian and European conditions  [27]. The 
framework of this modelling and some pertinent results are shown below. 
 


















































2.3 Wheel Squeal 





occurrences  and  amplitude  of  wheel  squeal  still  appear  unpredictable  as  it  is  sensitive  to  a  wide  range  of 
parameters  that  naturally  vary  in  the  field.  Much  modelling  of  wheel  squeal  has  been  performed  particularly 
following  the  renowned works of Rudd  [28] and  review by Remington  [29] and Thomson et al  [30]  in which  the 
fundamental mechanism due to  lateral creepage was consolidated. Curve squeal  is generally thought to originate 
from  the  unstable  vibratory  response  of  a  railway wheel when  subject  to  large  creep  forces whilst  negotiating 
corners.  The  conventional mechanism  from  the  literature  is  that  the unstable  excitation of  the  squealing wheel 
originates from a lateral 'stick‐slip' mechanism in the contact region analogous to the bowing of a violin string (see 
figure 4 c).    In particular, when a bogie negotiates a curve of a track, there  is a misalignment between the rolling 
velocity and the wheel velocity, namely angle of attack, leading to a crabbing velocity, i.e., lateral sliding velocity, of 
the wheel across  the  top of  rail. The squeal mechanism depends on  the behavior of  lateral  traction  ratio  (lateral 
tangential force Q divided by the normal force N) and lateral creepage (approximately equal to the angle of attack) 
conditions  during  the  excitation  of  a  railway  wheel.  The  friction  coefficient  and  shape  and  slope  of  the 
traction/creepage curve (see Figure 4 c)  is effected by the so‐called third body of the contact; an  interfacial  layer 
consisting of any lubricants, contaminants and material generated as a result of the contact interaction [31]. If the 
crabbing  velocity  (or  angle  of  attack)  is  large  enough  its  oscillations  will  be  centered  in  the  full  sliding  region 
(marked negative damping in Figure 4c). The negative slope in the creep curve can be shown to be associated with 
negative damping of creep oscillations and hence squeal instability. This leads to self‐excited "stick‐slip" oscillations, 






[34],  [35].  Some  have  also  included  wheel/rail  roughness  or  wheel  rotation  effects  [33].  Recently,  a  transient 
analysis of  the  lateral  creepage of  the wheel was performed  to  account  for nonlinearities of  friction  forces  and 
resultant excited wheel modes appeared to match  field observations better  [36].   Notably, a time domain model 
was presented by Heckl and Abrahams [33]. This paper concluded that curve squeal is an unstable wheel oscillation 
that  grows  to  a  limit  cycle oscillation, whose  velocity  amplitude  is  equal or  very  close  to  the  crabbing  velocity. 
Furthermore, the simulation results of Chiello et al. [37] also showed that the vibration velocity stabilises below the 
lateral  sliding  velocity. This was  investigated  further by  the present  authors  in  [38]  in which  a numerical power 
balance analysis was  identified as  important, however an analytical prediction and explanation was not achieved. 
Laboratory  experimentation  using  twin  disk  and  bogie  testrigs  have  also  been  used  for  investigation  under 
controlled conditions and validation of model predicted conditions [34],[39] and [40]. In Monk‐Steel et al. [39] the 
inclusion of  longitudinal creep was shown to  increase  in the threshold of  lateral creepage necessary for squeal by 
changing the slope of the friction curve. In Koch et al [40], a relation between noise level, rolling speed and angle of 
attack  was  confirmed  experimentally  and  the  average  friction  coefficient  as  a  function  of  lateral  creep  was 
measured/inferred  in dry and wet conditions.  In  [12]  friction modifiers were shown to cause substantial  (~12 dB) 
noise reductions associated with squeal and flanging but had varying results in [41].  
The  model  used  for  the  present  analytical  investigation  has  already  been  described  in  [42,43]  and  is 
reintroduced here for convenience. Wheel squeal may be concisely modelled based on the conceptual diagram of 
Figure 3. An important parameter, the crabbing velocity arises due to the misalignment between the wheel velocity 
and  rolling velocity as  shown  in Figure 4(a). Hence  contact  lateral  force Q arises as well according  to  the  rolling 
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both  the positive  and negative  sloped  regions of  the  curve  to  enable  a balance of  energy.  It was of  interest  to 
investigate  the  effect of  crabbing  velocity on  SPL.  In  this  case  the  sound power  is proportional  to  the  vibration 




























































































wheel  squeal  has  been  surveyed.  The  general  approach  to  investigating  these  railway  dynamic  and  acoustic 






of  corrugation  control  via  changing  the  distribution  of  pass  speeds  at  an  affected  site.  The  results  show  that  a 
substantial reduction in corrugation growth rate of over 50% may be achieved, such that the time interval between 
grinds is expected to increase by a factor of 1.7.  Testrig and field testing has subsequently confirmed these results. 
Similarly  railway  rolling  noise  predictions  under  a wider  range  of  railway  conditions  have  been  achieved  by 
development  of  mechanics  based  models  for  the  radiation  of  sound  based  on  vibrations  excited  from  rail 
roughness. The RRNPS simulation has been developed based on TWINS and validated at a typical site in Australia to 
within  2  dB(A)  accuracy.  Railway  rolling  noise  levels  increase  with  increasing  train  speed,  a  doubling  of  speed 
leading  to  an  increase  in  overall  noise  levels  of  up  to  10  dB(A).  The model  has  then  been  extended  to  include 










modifiers).  The  results  concur with  experimental  and  field  observations  but  also  provide  important  theoretical 
insight into the useful mechanisms of controlling wheel squeal noise and quantifies their relative merits. 




corrugation  prediction,  measurement  and  control  as  well  as  Railway  Noise  Management  and  by  the 
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